
 
 

    

H3 Kit Addendum B for 2002-2012 X-Series Garden Tractors 
2WD or Hydrostatic AWD. 

 

 

It is recommended the tool box modification be performed while the tool box is 
mounted to the fender deck and the fender deck is installed on the tractor.  

1 Find cut template 
and notice ridge on 
underside at end of 
template.  
 
 

 

 

2 Find recess just 
behind the tool box 
accessory switch. 
The cut template 
ridge should fit into 
this recess for 
alignment.   

 



 
 

Page | 2  

 

3 Hold the cut 
template firmly in 
position on the 
toolbox. Be certain 
cut template ridge 
is in the tool box 
recess, and long 
edge of cut 
template rests 
tightly against the 
outside curved 
edge of the toolbox.  

 

4 Using marker of 
choice, carefully 
mark the toolbox 
just inside the cut 
template opening.  
Recommended 
marker is scratch 
awl or silver 
sharpie. Silver 
sharpie is shown 
here.  

 

5 Verify tool box is 
marked clearly and 
cleanly.  
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6 Recall stiffener rib 
mentioned in main 
document step 99C. 
This rib will be 
partially cut away 
at this time.  

 

7 There are multiple 
ways to remove 
the marked 
material.  
 

The tool box in this 
area is rather thin 
except for the 
small stiffening rib.  
 

Only one method is 
covered here.  
 

In any case, be 
patient and 
carefully remove 
material. This will 
yield the best 
result.  

8 Use a sharp utility 
knife and the cut 
template to score 
the cut line. This 
helps guide the pull 
saw later. 
 
Please avoid 
unsafe handling 
here. Do Not Cut 
Yourself! 
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9 Using furnished 
pull saw, carefully 
cut out marked 
area. The saw cuts 
when PULLED. 
Also, keep the 
teeth clean while 
cutting. Cut both 
long sides using 
the pull saw. Bring 
the saw vertical at 
the corner.  
 
 

 

10 Use sharp utility 
knife to cut both 
ends of the slot. 
Best practice is to 
patiently guide the 
blade multiple 
times across the 
line until the blade 
cuts through.  
 
Please avoid 
unsafe handling 
here. Do Not Cut 
Yourself! 

 

11 Use a flat file to 
clean up opening. 
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12 Slide control lever 
through newly 
created slot in tool 
box and attach at 
bell crank using 2 
furnished bolts.  
Finger tighten bolts 
at this time. 

 

13 Check alignment of 
lever in tool box 
slot from side to 
side. It may be 
necessary to 
remove the lever 
and bend slightly 
so it rests in the 
center of the slot. 
Only a small effort 
is usually required 
when bending to 
achieve the desired 
result. 

 

14 With lever installed 
and mounting bolts 
hand tightened, 
adjust lever 
forward or 
backward so the 
lever rests in the 
center of the tool 
box slot.  
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15 Tighten mounting 
bolts without 
holding the lever.  
This will allow 
movement of the 
control valve spool 
revealing the lever 
position at the end 
of travel of the 
control valve.  

 

 

 

16 Check lever travel from stop to stop to ensure lever is centered. Loosen 
mounting bolts and adjust if necessary.   

 


