
 
 

    

H3 Kit Addendum A for 2002-2008 X-Series Garden Tractors 
Mechanical 4WD (MFWD). 

 

The MFWD shift lever has been removed for clarity. All operations shown here can be 
performed with shift lever installed. 

  

1 2006-2008 X700 Series Only 
From underside of fender deck, remove 4 bolts (red arrows) and disconnect 
wiring harness from switch and power plug. Pull tool box out of cavity from top 
side of fender deck. 

2 From topside of 
fender deck, find the 
opening for the 
MFWD shift lever 
per pic.   
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3 Using combination 
square or 
equivalent, mark the 
fender deck per pic. 
A silver marker is 
used in this 
example. 
 
 

   

 

4 The goal. Using the 
furnished pull saw, 
it took about 15 
minutes.  
 

 

 

5  Starting the first 
cut by pulling the 
material out of the 
marked area.  
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6 Ending the first cut 
with the pull saw 
vertical to achieve a 
clean corner.  

 

7 Start the second 
side cut same as 
the first. Lean the 
blade slightly away 
from the tractor 
seat to ensure three 
ribs are cut at a 
slight angle. 
Remember to pull 
the saw for cuts.  
This cut is the 
quickest of all. 
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8 The end cuts are 
accomplished by 
pointing the pull 
saw at the uncut 
corner and digging 
the soft plastic out 
with the sharp 
teeth. Keep the saw 
clean as the plastic 
will tend to pack in 
the saw teeth. 

 

9 Clean up the new 
opening with a flat 
file or fine toothed 
wood rasp. Be 
certain the three 
ribs do not protrude 
into the newly 
opened area. 
Remove material as 
necessary.  

 

10 Set the toolbox 
loosely into the 
fender deck cavity, 
then mark lines on 
the toolbox at each 
end of the fender 
deck opening 
previously created. 
These marks 
represent “end of 
cut”.  
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11 The goal. 

 

12 Remove the toolbox 
from the fender 
deck, flip it over and 
find four stiffening 
ribs next to the 
MFWD lever 
opening.  

 

13 Using furnished pull 
saw cut down along 
the outside of the 
MFWD lever 
opening severing all 
four ribs.  
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14 Continue cutting 
through the toolbox 
until an opening 
wide enough to 
allow the pull saw 
to pass through is 
created.  

 

15 Flip the toolbox 
over and insert the 
pull saw through 
the opening and 
continue to cut 
away material. 
Bring the pull saw 
perpendicular to the 
toolbox as the cut 
approaches the 
previously marked  
“end of cut”. Cut 
both ends of 
opening using this 
technique.   

16 Using the pull saw 
cut from side of 
toolbox at “end of 
cut” down to 
intersect the cut 
done in previous 
steps. Cut opposite 
end using same 
technique.  
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17 When material is 
successfully cut 
away, use flat file or 
fine wood rasp to 
clean up rough 
edges where 
necessary. Make 
sure the top surface 
of the toolbox is as 
flush with the 
MFWD lever wall as 
practical.  

 

18 Push the toolbox 
into position and 
snap into the fender 
deck. Ensure the 
toolbox is flush with 
the fender deck.  

 

19 Slide the lever 
generally into 
position to check for 
adequate clearance 
between the toolbox 
and the fender deck.  
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20 If the lever feels 
tight at any position 
within the newly 
created slot, file the 
fender deck to 
increase the slot 
width until lever 
moves freely from 
front to back of 
opening. 

 

21 Connect the lever to 
the frame mounted 
bell crank using 
furnished flange 
bolts then reconfirm 
lever clearance 
between the fender 
deck and the 
toolbox. Remove 
lever and correct 
lever slot width as 
necessary. Leave 
lever in position 
with mounting bolts 
hand tightened 
when finished. 

 

22 From underneath 
fender deck, secure 
the MFWD toolbox 
with 4 OEM screws 
(red arrows). Be 
certain to capture 
the wiring harness 
retainer (double red 
arrows). 
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23 Reinstall accessory 
switch and cigar 
lighter if removed.   
 
Reconnect wiring 
harness to cigar 
lighter and 
accessory switch. 

 

24 With lever installed 
and mounting bolts 
hand tightened, 
adjust lever forward 
or backward so the 
lever rests in the 
center of the tool 
box slot. 

 

25 Tighten mounting 
bolts without 
holding the lever.  
This will allow 
movement of the 
control valve spool 
revealing the lever 
position at the end 
of travel of the 
control valve.  
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26 Check lever travel from stop to stop to ensure lever is centered. Loosen 
mounting bolts and adjust if necessary.  Tighten lever mounting bolts securely 
when finished. Do not hold lever in a position when tightening mounting bolts.  

27 Go over entire job to ensure bolts are tightened securely, lever gap is correct and 
accessory wiring harness does not lay against lever. 

 

 

BE CERTAIN ALL FITTINGS ARE SECURELY TIGHTENED. RECONNECT BATTERY, START 
TRACTOR ENGINE AND LOOK FOR LEAKS. USE A PIECE OF CARDBOARD TO “WIPE 
ALONG” THE HYDRAULIC PARTS WHILE CHECKING FOR LEAKS.  

 

DO NOT USE YOUR BARE HANDS TO CHECK FOR LEAKS WHILE THERE IS FLUID 
PRESSURE IN THE SYSTEM.  HYDRAULIC FLUID INJECTION THROUGH THE SKIN IS 
DEADLY! 
 

 

THE HYDRAULIC SYSTEM IS SELF-PURGING. 
Attach hydraulic implements and cycle four hydraulic control   

circuits (H1, H2, H3, and Steering) fully from stop to stop at least three times. 
 

YOUR HYDRAULIC KIT IS NOW READY FOR USE 

 

 


